
strešné krytiny

Ochranné povlaky 
oceľového plechu PUR50/SSAB M(š)

Výrobca: SSAB Europe Oy  Švédsko, Fínsko 
Obchodné označenie: GREENCOAT® Pural 
Označenie podľa EN 10169+A1: PUR
Záruka na lak: 20 rokov 
Záruka na prehrdzavenie: 50 rokov
Odhadovaná životnosť: 50 - 55 rokov

1. OCEĽ 0,5 mm, S280GD+Z - konštrukčná akosť
podľa: EN 10346 a  EN 508-1, Steel (angl.)

- oceľový plech žiarovo pozinkovaný: S280GD+Z
- štandardná hrúbka: 0,5 mm
- ťažnosť: A80 18 %
- recyklovateľný materiál

3.1 ORGANICKÝ POVLAK PUR50 - Polyuretán 50 μm, vrchná strana
podľa: EN 10169+A1 a EN 508-1, Organic coating (angl.)

Kľúčové vlastnos�:
- odolnosť voči UV žiareniu: RUV4
- odolnosť voči poškrabaniu v "kg": ≥ 4 (40N) 
- korózna odolnosť: RC5
- polomer ohybu: ≤ 1 T
Ostatné vlastnos�:
- lesk: matný (M) < 5° 
- štruktúra povrchu: štruktúrovaná (š)

3.1.1 Vrchný ORGANICKÝ POVLAK, Topcoat (angl.)
- hrúbka: 30 μm
- obchodné označenie: GREENCOAT® Pural
- druh: polyuretán 
- označenie podľa EN 10169+A1: PUR

3.1.2 Základný ORGANICKÝ POVLAK, Primer (angl.) 
- hrúbka: 20 μm2. KOVOVÝ POVLAK Z275 - Zinok 275 g/m2 

podľa: EN 10 346 a EN 508-1, Metal coating (angl.)

- prvá ochranná vrstva kovovým povlakom typu: "Z"
- hmotnosť vrstvy: 275 g/m2 spolu na obidvoch stranách

3.2 ORGANICKÝ POVLAK EP12 - Epoxyd 12 μm, spodná strana
podľa: EN 10169+A1 a EN 508-1, Organic coating (angl.)
3.2.1  Prvá vrstva ORGANICKÝ POVLAK, Primer (angl.) - 7 μm
3.2.2  Druhá vrstva ORGANICKÝ POVLAK, Backcoat (angl.) - 5μm
Ochranná značka: GREENCOAT® Pural
  original quality by SSAB

Priehľadná ochranná fólia 
- aplikuje: Metro�le CE, s.r.o Slovensko
- aplikuje sa len na vrchnú stranu ako dočasná ochrana
- pri zabudovaní výrobku fóliu odstrániť!

Predúprava 
Pre-treatment (angl.)

Rozhodujúcou operáciou v technologickom postupe pre kvalitu 
ochranných vrs�ev  je chemická predúprava  a očistenie kovového 
povlaku pre zabezpečenie priľnavos� následného organického 
povlaku.

Pural

Predúprava - 1 μm

Priehľadná ochranná fólia

3.1.1 Vrchný ORGANICKÝ POVLAK (Topcoat) 3.1 ORGANICKÝ POVLAK - vrchná strana
           PUR50 - Polyuretán 50 μm

3.1.2 Základný ORGANICKÝ POVLAK (Primer)

Predúprava - 1 μm

3.2.2 Druhá vrstva ORGANICKÝ POVLAK (Backcoat)

2. KOVOVÝ POVLAK
       Z 275 - Zinok 275 g/m2 

2. KOVOVÝ POVLAK
       Z275 - Zinok 275 g/m2

1. OCEĽ 0,5 mm
        S280GD+Z - konštrukčná akosť

3.2.1 Prvá vrstva ORGANICKÝ POVLAK (Primer)3.2 ORGANICKÝ POVLAK - spodná strana
            EP12 - Epoxyd 12 μm 
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General Product Description
A specially developed roof product
GreenCoat Pural is a highly durable product for roofing, suitable for standing seam roofs, tiles and profiles. 
GreenCoat Pural, available in regular and matt finishes, can also be used in wall panels and protective flashings. The chemical 
composition of the Pural coating is optimized to resist weathering, resulting in excellent corrosion and UV resistance properties. The 
slightly textured surface helps protect against mechanical wear. 
GreenCoat Pural is easy to handle during manufacturing.
The reverse side of the sheet is painted as standard with a two-layer grey backside coating. GreenCoat color coated products are all 
manufactured according to EN 10169 + A1.
 

GreenCoat Pural

GreenCoat Pural
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GreenCoat Pural

Technical Properties
Technical Properties Regular Matt
Gloss 40 <5

Minimum inner bending radius 1 x sheet thickness 1 x sheet thickness

Scratch resistance 40 N 40 N

Lowest Forming Temperature -15 °C -15 °C

UV Radiation Resistance Ruv4 Ruv4

Corrosion Resistance RC5 RC5

Stain Resistance Very good Very good

Highest Operating Temperature 100 °C 100 °C

Fire classification A2 s1 d0 A2 s1 d0

Coating thickness, nominal 50 µm 50 µm

Primer thickness, nominal 20 µm 20 µm

Coating structure Structured Structured

Steel designation S280GD, S320GD, S350GD S280GD, S320GD, S350GD

Zinc Coating 275 g/m2 275 g/m2

Min steel thickness* 0.50 mm 0.50 mm

Steel width** 1000 - 1500 mm 1000 - 1500 mm

* If other steel thickness is required, please contact SSAB Technical Customer Support (TCS). Max steel thickness is 1.5 mm
** Max steel width depends on steel thickness. If other steel dimensions are needed, please contact SSAB Technical Customer Support (TCS)

Colors
Please find below the standard colors available. Other shades can be agreed upon separately.

Colors Regular Matt
RR 11 - Spruce Green x x

RR 20 - White x x

RR 21 - Light Grey x x

RR 22 - Grey x x

RR 23 - Dark Grey x x

RR 24 - Light Yellow x  

RR 29 - Red x x

RR 30 - Light Brown x  

RR 31 - Brown x  

RR 32 - Dark Brown x x

RR 33 - Black x x

RR 34 - Light Blue x  

RR 35 - Blue x  

RR 36 - Light Green x  

RR 37 - Green x  

RR 40 - Metallic Silver x  

RR 750 - Tile Red x x

RR 887 - Chocolate Brown x x
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GreenCoat Pural

Standard Reverse Side Coating
Technical Properties  
Nominal Coating Thickness 12 µm

Primer 7 µm

Color Dark grey

The UK English version of this document shall prevail in case of discrepancy.  Download the latest version of this document at www.ssab.com
Hardox, Strenx, Docol, Dogal, Domex, Toolox, Laser, Armox, Ramor, GreenCoat are trademarks of SSAB Technology AB, Sweden

www.ssab.com
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